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Laboratory
Refrigerated 

Incubator

STANDARD FEATURES:
• 27.3 Cu. Ft. (773 liters) Capacity to Meet Lab Needs

• Temperature Range  -15°C to +50°C (5°F to 122°F)

• Precise Temperature Control +/-1°C

• Easy-to-Read, Top-Mounted Control Panel

• Fast Pull-Down & Warm-Up

Kelvinator Scienti�c’s Refrigerated Incubator

is a versatile performer. Designed for both

pull-down and warm-up applications,

Kelvinator Scienti�c’s Model ST260RI gives

you greater usage from a single cabinet.

The control panel features illuminated touch

controls for accuracy and convenience and

a standard push button automatic alarm

system with an audio and visual signal. Full

door gasketing minimizes air loss and maxi-

mizes e�ciency. Urethane foamed-in-place

insulation binds inner and outer walls into a

single energy e�cient unit with greater

strength and thinner wall construction for

more capacity on the four adjustable

shelves.
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Refrigerated Incubator -1 5˚C to 50˚C

USA Model ST260RI

Capacity: (cu. Ft.) 27.3

(litres) 773

Temperature Range: -15°C to 50°C,5°F to 122°F

Heating Time Frame: approx.2̊ C/min.(See Chart)

Cooling Time Frame: approx.3̊ C/min.(See Chart)

Exterior: (in.) HWD 83 3/4 x 31 x 38 1/16

(cm) 213 x 79 x 97

Interior: (in.)HWD 60 5/8 x 26 1/4 x 29 5/8

(CM) 154 x 67 x 75

Doors: Keylock solid

Legs: 6”adjustable

Shelves: 4,full,steel wire w/epoxy coat,

adjustable within 1/2”& bottom rack

Interior Elect. Recept.: 1 duplex receptacle,

fused 3 amps

Interior Lighting: 40-watt incandescent

Insulation: Urethane walls 2 3/8”foam

Refrigerant: R-404a

Compressor: 1/4 hp

Condenser: fin & tube

Air Circulation: forced air

Refrigerant Control: capillary

Temperature Uniformity: +1̊ C on cycle

+1̊ C top/bottom,front/back

Evaporator: fin and tube

Tubing: copper

Defrost: manual

Voltage: Domestic 115/60/1

Export 230/50/1

Running Amps: 15.0

Supply Plug: NEMA 5-20P

Shipping: Cubic Ft. 87

Weight: (lbs.) Domestic 568

Export 715
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